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e This is the Wordplex 
80-2 word processing system. 
To fully appreciate its value, 
you should know that it was 
designed around, and for, a 
human dimension. In short, 
the 80-2 will comfortably 
accommodate whoever may 
be using it. ‘‘Ergonomics’’ 
is the key word...and 
ergonomics distinguishes 
every Wordplex system. 


e Since everyone sits 
and sees a little differently, 
the 80-2 video display unit 
easily adjusts through 1672 
degrees of movement. The 
result is an optimum viewing 
angle for each operator. 


e The non-glare screen is 
larger than most...it’s a full 
15 inches, measured 
diagonally. Information is 
displayed in green on a gray 
background. Asa result of 
increased spacing between 
each line, information on the 
screen is remarkably legible. 


e Overall, the basic color 
scheme is easy on the eyes. 
Aside from the obvious 
attractiveness, it’s worth 
noting that the light brown 
framing the screen actually 
makes it easier for an 
operator to make a visual 
transition from reference 
material to the gray screen. 


e Monitoring work 
being processed, looking 
for errors, or simply 
reviewing work shouldn’t 
create eye fatigue. So, the 
brightness of the screen 
is easily adjusted to meet 
individual comfort levels. 


e The keyboard is a 
masterpiece of ergonomic 
design. Thanks to modular 
design the keyboard can be 
placed where it’s most 
comfortable. It also tilts up 
and down...each operator 
can adjust the angle 
to suit them. 


e Ears are important, too. 
While some people prefer 
an audible keyboard sound, 
others like to work in 
relative silence. The 
Wordplex keyboard gives 
each operator a chance to 
fine tune the sound to his 
or her preference. 
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THERE’S MORE... 


VARIABLE LINE SPACING 


SELECTION FILES 

make it easy to store and use 
text. Selection can be called 
and automatically merged be- 
tween existing margins. 


PRINT/ MERGE 

makes inserting names and 
addresses, for example, from 
one document to another an 
easy operation. 


SUPER SORT , 
gives you the ability to 
automatically select and sort 

on multiple fields in ascending 

or descending sequences. 


the 80-2 offers special sequence 
programming for repetitive 
information, enhanced column 
manipulation, emboldened 
characters. In short, the 80-2 
delivers a virtually unlimited 
application potential. 


is accomplished through 
embedded codes, and they do 
not print out. 


8. All keyboard characters 
and functions are clearly 
legible in colors compatible 
with the overall color scheme. 
Non-glare surfaces eliminate 
distracting reflections. Asmall 
measure of extra comfort, 
and design thought, that 
results in less eye fatigue... 
even for operators who only 
occasionally peek at the 
keyboard while working. 


9. English. Our language. 
Which is why all major 
functions (ie: Delete, Save, 
Insert, etc.) are clearly 
labelled in English. The 
result is fewer errors, easier 
operation, and a shortened 
learning curve for 

new operators. 


10. The keyboard layout 
makes it easy to learn and 
maintain skills. Function 
keys are placed to the right 
of the character keys, cursor 
keys to the left. The 
separation makes editing a 
one or two stroke operation. 


ll. Control keys are 
located in the same cluster 
as the function keys. They’re 
clearly marked in English, 
too (ie: Character, Word, 
Page, etc.). A simple but 
very efficient, and easy 

to use, grouping. 


12. The 80-2 provides 
single diskette drives (double 
sided, single density) with a 
capacity of 160KB (66 
pages) of data storage. Disk- 
ettes are front loaded, and a 
red signal light indicates 
when the diskette is being 
searched. And after software 
is loaded the drive can use 

a data diskette. 


13. In addition to the 
functions you might expect, 
the Wordplex 80-2 offers: 
automatic centering, auto- 
justification, global search 
and replace, decimal tabula- 
tion, search and locate, 
superscript and subscript, 
auto-hyphenation, remargin- 
ation of existing text, 
format or page recall from 
other sources to displayed 
page, block tabulation, auto- 
underline and underline 
deletion, and automatic page 
numbering. Indeed, you’ll 
find that the 80-2 offers an 
enormous potential...part- 
icularly when its special 
features are considered. 


INDENT TAB | 
provides an inset left margin for 
mulitple levels of indented text. 


CP/M ® OPERATING 

SYSTEM OPTION 

lets you employ various soft- 
ware packages (ie: high level 
languages, data management, 
financial accounting, etc.). 

an easy operation. 


REPAGINATION 

lets you compile different 
lengths of text into specified 
pages...and reserve room for 
headlines, captions, etc. 


PRINT OPTIONS 


are numerous. You can change 
line spacing, horizontal pitch, 
print on continuous forms, etc. 


MATH PACK 

provides, without changing 
diskette, four-function on 
80-2 mathematics including 
auto addition, subtraction, 
multiplication, and division 
of vertical or horizontal 
numbers. 


WORDPLEX 


Daisy wheel printers capable of low speed or 45 characters per 
second are available with the 80-2. These printers feature inter- 
changeable print wheels with various typefaces and pitch spacings. 


THE WORDPLEX 80-2 is the product of the latest 
technology and the experience of a world leader in 
word processing. Equally important, the 80-2 is the 
result of two principles that have guided Wordplex 
to its preeminent position: 


Any type of user, from the smallest business to 

the largest international corporation should have 
a system that meets current needs as precisely, 
as economically, as possible. 


Any company purchasing a Wordplex system 
should be able to expand that system, simply 
and cost-effectively, as needs expand and as 
technology makes new functions possible. 


As a result, the Wordplex 80-2 offers you the 
ability to increase efficiency and productivity 
today...and tomorrow. 


$ 8 me e FLEXIBLE DISKETTE DRIVE 
Technical Specifications | Number of drives One, housed in video display unit 


(Second drive optional) 


Diskette size 5.25 inch (13.34 cm) 
Density Single density, double sided 
Diskette capacity 160K characters per drive (66 pages) 
Average Latency 100ms 
ELECTRONIC KEYBOARD 
VIDEO DISPLAY UNIT Keyboard layout Standard typewriter (or DIN 2139 for 
Screen size 15 inch (38.1 cm) diagonal European languages) 
Screen format 24 lines x 80 characters Key complement 92 (US English). 45 character keys (add- 
Cursor Non-destructive, blinking itional characters generated by shift and 
Character set 255 fixed characters super-shift keys). 47 function keys (add- 
Screen brightness Operator controlled itional functions generated by control key) 
Screen phosphor P31 Green on non-reflective gray Repeat rates Character keys 15 cps 
background Positioning keys 30 cps 
Character matrix 7 x 11 dot Audio feedback Audio ‘‘click’’ to announce key activation 
Character size Height 0.25 inch (0.66 cm) ; Operator controlled volume or disable 
Width 0.18 inch (0.45 cm) Dimensions Width 17.5 inch (44.2 cm) 
Line separation 0.05 inch (0.13 cm) Depth 7.25 inch (18.5 cm) 
Audio alarm Operator controlled volume Angle is adjustable 
Microprocessors Z80 (Two) screen, disk/main Cable length 24 inch (61 cm) 
processor Power Supplied by video display unit 
Memory size 64K bytes, upgradeable to 128K- Language options English (US, UK, Hong Kong, 
cycle time 400 ns Philippines, Australia), Belgian, Danish, 
Ports One character printer interface Dutch, Finnish, French, German, 
Dimensions Height 18.0 inch (45.7 cm) Norwegian, Spanish (European, Latin America) 
Width 17.5 inch (44.2 cm) Swedish, Swiss (French), Swiss (German) 
Depth 18.5 inch (47.0 cm) 
Weight 56 lbs (25.4 kg) ENVIRONMENTAL SPECIFICATIONS 
Power 115V, 60Hz, 150W Operating 15-32 Degrees C. 
230V, 50/60Hz, 150W temperature (60-90 Degrees F.) 
Three switched auxiliary power outlets Rate of temperature Not to exceed 6.6 degrees C. 
are provided for printer and printer change (12 Degrees F.) per hour 
sound cover operation Humidity 20%-80% non-condensing 


WORDPLEX 


141 Triunfo Canyon Road Westlake Village, CA 91361 


026-1174-001 


